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QUESTION 31 Device Sensor provides which two types of information to ISE? 
(Choose two.)

A. DHCP
B. Encrypted traffic
C. User/Device Name
D. CDP
E. NetFlow

Answer: AD

 https://www.cisco.com/c/en/us/support/docs/security/identity-services-engine/200292-Configure-Device-Sensor-for-ISE-Profilin.html?referring_site=RE&pos=1&page=https://www.cisco.com/c/en/us/td/docs/switches/lan/ 
catalyst3750/software/release/15-0_1_se/device_sensor/guide/sensor_guide.html

QUESTION 32 Which protocol is used between an Endpoint and a Switch with an 802.1 
authentication?

A. RADIUS
B. EAP
C. MAB
D. TACACS

Answer: B

QUESTION 33 What is the maximum # of concurrent endpoint with a distributed 
deployment?

A. 500,000
B. 20,000
C. 10,000
D. 100,000

Answer: A

 https://www.cisco.com/c/en/us/td/docs/security/ise/2-1/install_guide/b_ise_InstallationGuide21/b_ise_InstallationGuide21_chapter_00.pdf



QUESTION 34 Where does the Cisco V-Edge Router perform QOS traffic 
classification?

A. Per VPN
B. Per vEdge
C. Egress interface
D. Ingress interface

Answer: D

QUESTION 35 Which two options are SD-WAN solution capabilities? 
(Choose two.)

A. Ability to provide and integrate security with complementary products and applications
B. The separation of management plane, control plane and data plane to enable horizontal scaling
C. Truck roll branch turn up for easy provisioning and new installations
D. Cloud hosted or on-Premise fully redundant management and control plane functions

Answer: BD

 https://www.cisco.com/c/dam/m/sl_si/training-events/2018/cisco-connect/pdfs/sodobna_prostrana_omrezja_s_sd-wan_konceptom_tom_cof.pdf 




